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CARPET TILES CATALOGUE DESSO
M O D E R N ,  C L A S S I C A L  &  S T Y L I S H  

F L O O R ,  W A L L  &  W I N D O W  T R E A T M E N T S .

R E N O V A T I O N  F U R N I T U R E  T R A D I N G  L L C  



DESSO - SINCE 1930

Desso is a leading brand with more than 85 years of experience in

manufacturing high quality carpet tiles. Through innovation driven by

three pillars of creativity, functionality and cradle to cradle design, we

aim to deliver products which maximizes people’s health and

aesthetics.



DESSO Harvest is testament to the beautiful irregularities 

found in nature. The finished result reflects the rustic wood 

scenes and windswept wheat fields that were the creative 

inspiration for Harvest - conveying a calm energy that 

breathes new life into commercial spaces.

Harvest Collection

Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF Polyamide 6

Pile Weight: 590 g/m²

Total Weight: 4000 g/m²

Pile Height: 2.8 mm

Total Height: 6.5 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC1

Impact Sound Reduction: 25 dB



Harvest Collection



Harvest Collection - In Stock

7184 9094 9960

9970 9975

Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF Polyamide 6

Pile Weight: 590 g/m²

Total Weight: 4000 g/m²

Pile Height: 2.8 mm

Total Height: 6.5 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC1

Impact Sound Reduction: 25 dB



Harvest Collection - On Order

Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF Polyamide 6

Pile Weight: 590 g/m²

Total Weight: 4000 g/m²

Pile Height: 2.8 mm

Total Height: 6.5 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC1

Impact Sound Reduction: 25 dB

2915 2923 6121

8811 9031 9522

9980



DESSO Salt, a striking yet subtle colour accent can be 

added to the interior. This two-tone, high/low carpet tile 

has a natural organic structure, which introduces a layer of 

colour without dominating the space. In combination with 

DESSO Rock, this allows you to combine subtle shades.

Salt Collection

Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF Polyamide 6

Pile Weight: 685 g/m²

Total Weight: 4200 g/m²

Pile Height: 3.6 mm

Total Height: 7.0 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC2

Impact Sound Reduction: 25 dB



Salt Collection



Salt Collection - In Stock

Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF Polyamide 6

Pile Weight: 685 g/m²

Total Weight: 4200 g/m²

Pile Height: 3.6 mm

Total Height: 7.0 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC2

Impact Sound Reduction: 25 dB

8102 7061



4312 6112

9521 9975

Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF Polyamide 6

Pile Weight: 685 g/m²

Total Weight: 4200 g/m²

Pile Height: 3.6 mm

Total Height: 7.0 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC2

Impact Sound Reduction: 25 dB

Salt Collection – On Order



DESSO Rock is a striking textured loop pile carpet tile, 

inspired by nature and designed to create impact and 

definition across flooring schemes. Used either to 

complement DESSO Salt to create unique spaces and 

zoning, or equally compelling on its own.

Rock Collection

Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF Polyamide 6 & Econyl

Pile Weight: 685 g/m²

Total Weight: 4200 g/m²

Pile Height: 3.6 mm

Total Height: 7.0 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC2

Impact Sound Reduction: 25 dB



Rock Collection



Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF Polyamide 6 & Econyl

Pile Weight: 685 g/m²

Total Weight: 4200 g/m²

Pile Height: 3.6 mm

Total Height: 7.0 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC2

Impact Sound Reduction: 25 dB

7065 8113

9514 9524

Rock Collection - In Stock



Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF Polyamide 6 & Econyl

Pile Weight: 685 g/m²

Total Weight: 4200 g/m²

Pile Height: 3.6 mm

Total Height: 7.0 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC2

Impact Sound Reduction: 25 dB

2035 2913

4311 6102

Rock Collection - On Order



Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF Polyamide 6 & Econyl

Pile Weight: 685 g/m²

Total Weight: 4200 g/m²

Pile Height: 3.6 mm

Total Height: 7.0 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC2

Impact Sound Reduction: 25 dB

9104 9511

9512 9960

Rock Collection - On Order



Stratos Collection

Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF EcoBase

Pile Weight: 550 g/m²

Total Weight: 3900 g/m²

Pile Height: 2.5 mm

Total Height: 5.5 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC1

Impact Sound Reduction: 24 dB

DESSO Stratos ever popular collection has long delivered 

specifiers practicality, affordability and style. To retain its 

status as one of the flooring industry’s most celebrated 

products for delivering on form and function at an 

exceptional price point, Stratos has been reimagined with 

even more creative freedom.



Stratos Collection



Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF EcoBase

Pile Weight: 550 g/m²

Total Weight: 3900 g/m²

Pile Height: 2.5 mm

Total Height: 5.5 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC1

Impact Sound Reduction: 24 dB

Stratos Collection - In Stock

8433 9097 9503

9930 9955 9975



Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF EcoBase

Pile Weight: 550 g/m²

Total Weight: 3900 g/m²

Pile Height: 2.5 mm

Total Height: 5.5 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC1

Impact Sound Reduction: 24 dB

2916 2921 3421

4301 4432 5102

6102 7063 7802

Stratos Collection – On Order



Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF EcoBase

Pile Weight: 550 g/m²

Total Weight: 3900 g/m²

Pile Height: 2.5 mm

Total Height: 5.5 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC1

Impact Sound Reduction: 24 dB

8213 8501 8835

8901 9031 9093

9096 9986 9990

Stratos Collection – On Order



Stratos Block Collection

Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF EcoBase

Pile Weight: 550 g/m²

Total Weight: 3900 g/m²

Pile Height: 2.5 mm

Total Height: 5.5 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC1

Impact Sound Reduction: 24 dB

DESSO Stratos ever popular collection has long delivered 

specifiers practicality, affordability and style. To retain its 

status as one of the flooring industry’s most celebrated 

products for delivering on form and function at an 

exceptional price point, Stratos has been reimagined with 

even more creative freedom.



Stratos Blocks Collection



Specifications

Manufacturing process: Tufting 1/10’’ Loop pile

Dye Method:     Solution Dyed

Composition: BCF EcoBase

Pile Weight: 550 g/m²

Total Weight: 3900 g/m²

Pile Height: 2.5 mm

Total Height: 5.5 mm

Wear Classification: Commercial Class 33

Size: 50 x 50 cm

Fire Class: Bfl-s1 (EN 13501-1)

Luxury Rating: LC1

Impact Sound Reduction: 24 dB

2922 7021 8813

9107 9945 9980

Stratos Blocks - On Order



MODERN, CLASSICAL & STYLISH 

FLOOR, WALL & WINDOW TREATMENTS.

RF is a wholesale division based in the UAE and Oman with an 
extensive portfolio of floors, wall coverings and window treatment 
solutions. Our products can be applied on a broad range of work 
from small bespoke projects, through to substantial large-scale 
developments & masterplans.

RF
Renovation Furniture Trading LLC
e: rf@rftgulf.com.com

t: +91 6678633

a: Injaz Warehouse City, Warehouse 25C, Umm Al Quwain, 
U.A.E

w: www.rftgulf.com


